


A20.01 (1) A20.30 (2) A20.04 (1)

A20.02 (1) A20.32 (1) A20.11 (1)

A20.03 (1) A20.33 (1) A20.12 (1)

A20.05 (1) A20.34 (1) A20.13 (2)

A20.06 (1) A20.35 (1) A20.14 (2)

A20.07 (2) A20.36 (1) A20.15 (2)

A20.09 (2) A20.38 (2) A20.16 (2)

veneziano series

applications

technical properties

sizes and weights

Panelling and floor coverings
In interior and exterior areas
For private rooms or offices and facilities
Also suitable for swimming pools, attractions and facades

ISO 10545-3/UNI EN 99
Water absorption

ISO 10545-9/UNI EN 104
Temperature resistance

ISO 10545-13´8/UNI EN 122
Acid and lye resistance

ISO 10545-12/UNI EN 202
Frost resistance

DIN 51094
Colour stability

DIN 51097
Anti-slip properties

none

resistant

resistant

resistant

resistant

Certification B for wet areas 
(C for wet areas available at an extra charge)

Glass mosaic (tessera) sizes

Pre-packaging

Ready-made tiles size

Width of joints

Tesserae per ready-made tile

Ready-made tile per m2

Weight (kg) per m2

Item order number

20 x 20 x 4 mm

Front side paper-faced 
(foil-faced possible)

322 x 322 mm

1.5 mm

225

10 pieces = 1.03 m2

6.5 kg

VEN - in addition articlecode  
(example: VEN - A20.01 or VEN - A10.01)

10 x 10 x 4 mm

317 x 317 mm

1.0 mm

841

10 pieces = 1.00 m2

5.5 kg
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A20.17 (1) A20.21 (1) A20.42 (1)

A20.18 (2) A20.22 (1) A20.43 (1)

A20.19 (2) A20.23 (1) A20.44 (1)

A20.20 (2) A20.25 (2) A20.45 (2)

A20.62 (1) A20.26 (2)

A20.63 (2)

A20.67 (2) A20.49 (2)

A20.60 (2) A20.52 (1) A20.90 (3)

A20.80 (2) A20.54 (2) A20.92 (3)

A20.82 (2) A20.58 (2) A20.95 (3)

A20.85 (2) A20.73 (2) A20.96 (3)

A20.86 (2) A20.77 (2) A20.99 (3)

A20.87 (2)
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A20.01 (1) A20.30 (2)

A20.02 (1) A20.32 (1)

A20.03 (1) A20.33 (1)

A20.05 (1) A20.34 (1)

A20.06 (1) A20.35 (1)

A20.07 (2) A20.36 (1)

A20.09 (2) A20.38 (2)


